DIVISION 10 - SPECIALTIES
Section 10160 - Metal Toilet Compartments
PART 1 GENERAL
1.1 SECTION INCLUDES
A.  General Contractor provides:

1.  Metal toilet compartments, floor mounted.
2. Urinal screens; wall mounted.

1.2 RELATED WORK
A.  Section 09300 - Ceramic Tile.
B.  Section 10800 - Toilet Accessories.
1.3 REFERENCES
A. ANSIA117.1 - Safety Standards for the Handicapped.
B. ASTM A167 - Stainless and Heat Resisting Chromium-Nickel Steel Plate, Sheet, and Strip.
C. ASTM A424 - Steel Sheet for Porcelain Enameling.

D. ASTM A526 - Steel Sheet, Zinc-Coated (Galvanized) by the Hot-Dip Process, Commercial
Quality.

E. FS RR-P-1352 - Partitions, Toilet, Complete.
1.4 SUBMITTALS
A.  Submit under provisions of Section 01300.

1. Shop Drawings: Indicate partition plan, elevation views, dimensions, details of
wall and floor supports and door swings.

2. Product Data: Provide data on panel construction, hardware, and accessories.
3. Submit Manufacturer’s Installation Instructions under provisions of Section 01300.
BRIDGEVIEW PUBLIC LIBRARY 10160-1




1.5 REGULATORY REQUIREMENTS
A. Conform to ANSI A117.1 and ADA for access for the handicapped.
1.6 FIELD MEASUREMENTS

A.  Verify that field measurements are as indicated on shop drawings.

PART 2 PRODUCTS
2.1 ACCEPTABLE MANUFACTURERS

A. Manufacturer: Subject to compliance with requirements, provide one of the following
toilet partitions and matching wall-hung urinal screens.
1. Bayport Accurate Partitions.
2. Normandie; Sanymetal Products Co.
3. New Yorker; Knickerbocker Partition Corp.

2.2 MATERIALS

A.  Sheet Steel: Cold-rolled, galvanized, bonderized, stretcher leveled steel for face plates.
Edge strips and top and bottom cap sheets shall be similar material, but not stretcher
leveled. Concealed reinforcement shall be hot rolled steel. The following sheet steel
thicknesses shall be minimum US Standard gauge, prior to zinc coating:

Dividing panel face plates, 20 gauge.

Door face plates, 22 gauge.

Pilaster face plates, 16 gauge.

Edge strips, 18 gauge.

Concealed reinforcement for anchoring devices, 12 gauge.
Top and bottom cap sheets, 20 gauge. '

Urinal screen face plates, 20 gauge.
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B.  Stainless Steel: AISI Type 302 or 304.

C.  Core Material: pads of honéyc'omb paper expanded to 1" maximum cell size, or 7 ply
built-up corrugated board. Core shall be processed with uniform expansion and flanged
edges or faced with kraft paper both sides for adhesion.

BRIDGEVIEW PUBLIC LIBRARY 10160-2





































