PART 1

DIVISION 4 - MASONRY
Section 04100 - Mortar and Masonry Grout

GENERAL

1.1 SECTION INCLUDES

A.

General Contractor provides:
1. Mortar and grout for masonry.

1.2 RELATED SECTIONS

A.

B.

C.

D.

Section 01410 - Testing Laboratory Services: Testing laboratory services.
Section 04310 - Single Wythe Masonry System: Installation of mortar and grout.
Section 04340 - Reinforced Unit Masonry System: Installation of mortar and grout.

Section 08112 - Standard Steel Frames: Grouting steel doorframes.

1.3 REFERENCES
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T
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BRIDGEVIEW PUBLIC LIBRARY

ACI 530 - Building Code Requirements for Masonry Structures.
ACI 530.1 - Specifications For Masonry StructuresT

ASTM C5 - Quicklime for Structural Purposes.

ASTM C91 - Masonry Cement.

ASTM C94 - Ready-Mixed Concrete.

ASTM C144 - Aggregate for Masonry Mortar.

ASTM C150 - Portland Cement.

ASTM C207 - Hydrated Lime for Masonry Purposes.

ASTM C270 - Mortar for Unit Masonry.

ASTM C387 - Packaged, Dry, Combined Materials, for Mortar and Concrete.
ASTM C404 - Aggregates for Masonry Grout.

ASTM C476 - Grout for Masonry.

ASTM C1142 - Ready-Mixed Mortar for Unit Masonry.

ASTM E447 - Test Methods for Compressive Strength of Masonry Prisms.
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0. ASTM E518 - Test Method for Flexural Bond Strength of Masonry.

P. IMIAC (International Masonry Industry All-Weather Council) - Recommended Practices and
Guide Specifications for Cold Weather Masonry Construction.

Q. IMIAC (International Masonry Industry All-Weather Council) - Recommended Practices and
Guide Specifications for Hot Weather Masonry Construction.

1.4 SUBMITTALS
A.  Submit under provisions of Section 01300.

B.  Include design mix, indicate whether the Proportion or Property specification of ASTM C270 is
to be used, required environmental conditions, and admixture limitations.

C.  Samples: Submit two samples of mortar, illustrating mortar color and color rangé.
D.  Manufacturer's Certificate: Certify that products meet or exceed specified requirements.
E. Submit premix mortar manufacturer's installation instructions.
1.5 QUALITY ASSURANCE
A.  Perform Work in accordance with ACI 530 and ACI 530.1.
1.6 DELIVERY, STORAGE, AND HANDLING
A. Deliver, store, protect, and handle products to site under provisions of Section 01600.

B.  Maintain packaged materials clean, dry, and protected against dampness, freezing, and foreign
matter.

1.7 ENVIRONMENTAL REQUIREMENTS

A.  Maintain materials and surrounding air temperature to minimum 40 degrees F prior to, during,
and 48 hours after completion of masonry work.

PART 2 PRODUCTS
2.1 MATERIALS
A.  Portland Cement: ASTM C150, Type I, gray and white color.

B.  Mortar Aggregate: ASTM C144, standard masonry type.
C.  Hydrated Lime: ASTM C207, Type S.

D.  Grout Course Aggregate: ASTM C404.

E.  Grout Fine Aggregate: natural sand; for joints 1/4 in. thick, or less, 100 percent shall pass No. 8
sieve and 95 percent shall pass the No. 16 sieve.
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