DIVISION 8 - DOORS & WINDOWS
Section 08111 - Steel Doors (Hollow Metal Doors)
PART1 GENERAL
1.01 SECTION INCLUDES
A.  General Contractor provides:
1. Hollow metal doors (standard, non-rated and fire-rated).
2. Louvers, glass and glazing related to hollow metal doors.
1.02 RELATED SECTIONS
A. Section 08112 - Standard Steel Frames.
B.  Section 08710 - Door Hardware.
C.  Section 08800 - Glazing: Glass for doors.
D.  Section 09900 - Painting: Field painting of doors.
E.  Division 16 - Electrical.
1.03 REFERENCES

A.  DHI (Door Hardware Institute) - The Installation of Commercial Steel Doors and Steel
Frames, Insulated Steel Doors in Wood Frames and Builder's Hardware.

B. SDI-100 - Standard Steel Doors and Frames.
1.04 SUBMITTALS FOR REVIEW
A.  Submit under provisions of General Conditions:
1. Product Data: Indicate door configurations, location of cut-outs for hardware

reinforcement.

2. Shop Drawings: Indicate door elevations, internal reinforcement, closure method,
and cut-outs for glazing, louvers, and finishes.

3. Samples: Submit typical door comer showing hinge reinforcement, face stiffeners,
edge construction, insulation and/or sound deadening.
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1.05 SUBMITTALS FOR INFORMATION

A.  Submit under provisions of General Conditions:
1. Manufacturer's Installation Instructions: Indicate special installation instructions.

2. Manufacturer's Certificate: Certify that Products meet or exceed specified
requirements.

1.06 QUALITY ASSURANCE
A.  Conform to requirements of SDI-100 and ANSI A117.1.

B.  Manufacturer: Company specializing in manufacturing the Products specified in this
section with minimum five (5) years documented experience.

1.07 REGULATORY REQUIREMENTS

A.  Fire Rated Door and Panel Construction: Conform to ASTM E152, NFPA 252, UL 10B
and to the requirements of the National Board of Fire Underwriters.

1.08 DELIVERY, STORAGE, AND PROTECTION
A.  Section 01600 - Material and Equipment: Transport, handle, store, and protect products.
B.  Protect doors with resilient packaging sealed with heat shrunk plastic and shall be

delivered to the project in sealed containers bearing manufacturer's name and material
identification.

PART2 PRODUCTS
2.01 DOOR MANUFACTURERS
A.  Standard Hollow Metal Doors:
1. Ceco Door Products, Qak Park, IL
2 Fenestra Corporation, Erie, PA
3. Pioneer Industries, Carlstadt, NJ
4 Precision Metals, Inc., Milwaukee, WI
2.02 MATERIALS
A. Hollow Metal Doors:
1. Doors shall be of full flush construction. Face sheets of cold rolled steel shall be

18 gage.

2. Face sheets shall be broken to form and meet at side edges. Side edges shall be
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